
Cyclomat
Watch winder

The „artificial wrist“ for control and winding of the automatic watch. Clamped on the unit the watch is put in every 
position possible at the wrist.

Standard version:

Unit with 6 bows (or 12 bows) for table-top use or mounting on the wall.
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Technical Data
Rotation radial (rpm) 4

Rotation axial (rpm) 20

Outer dimensions of unit (6 bows) ø/h   (mm /  inch) 380 / 155  /  15 x 6 1/10

Outer dimensions of unit (12/48 bows) w/d/h (mm / inch) 380 / 155 / 450  /  15 x 6 1/10 x 17 7/10

Weight ( 6 ) (kg / lbs) 1.9 / 4.2

Weight ( 12 ) (kg / lbs) 2.8 / 6.2

Mains voltage (as per version) (Vac) 100-120 or 220-240

Mains frequency (Hz) 50 / 60

Power consumption of motor (Watt) 2

CE-compliant √

Elma Order Nos
Cyclomat (6 clips) 334 000 3000

Cyclomat (12 clips) 334 000 0000

Cyclomat (with 12 clips for 48 watches) 334 000 6000

Stand for Cyclomat (6 clips) 300 000 6070

Clip with shaft for watches with straps 300 000 6066

Additional clip without shaft for watches 
with straps

 300 000 6067

Industrial clip with shaft for watches 
without straps

300 000 6068

product profile 

Pictured Cyclomat with 12 bows
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